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Approved By

50/802

Purpose of works

TELECOM WORKS

ST CATHERINES ROAD, FRIMLEY,
SURREY, SOUTH EAST GU16 8YN

Running lane(s)

Hard ® 6 Three only close spaced 750mm
© or 1m high traffic cones

Shoulder AN

Verge

Version Number

01

Amended By

XXXXXXXXX

Notes:

should be provided

1) During darkness, a single waming light to BS EN 12352:2006

relaxation 3m.

Notes:

1) During darkness, warning lights to BS EN 12352:2006 should
be provided in accordance with Table A1.3 (Appendix 1).

2) 45° tapers have 1.2m spacing, no relaxations.

3) On motorways and NSL AP duals with hard shoulders, 1m

Single/Dual carriageway 50mph or more - 750mm traffic cones, spacing 1.5m.
Dual carriageway national speed limit - 750mm traffic cones, spacing 1.5m,

Notes:

Single/Dual carriageway 40mph or less - 450mm traffic cones.
Single/Dual carriageway 50mph or more - 750mm traffic cones.

1 } -
oro ’ . J
prougy \ et Glilgtps-
Contract No BT117001 Client: KELLY GROUP pETALA B DETAIL B DETALCY @) DETALC2 @ DETALD (®
Date 15/02/2021 | Site Location / Drawing Title e g congs ]2 00000000 % Sl Qoo 0900000 % Cum ADVANCED WARNING
D b SO Single/Dual carriageway 40mph or less - 450mm traffic cones, spacing 1.5m.
rawn by

AN

Single carriageway 40mph or less - 450mm traffic cones.
Single/Dual carriageway 50mph or more - 750mm traffic cones.

Single/Dual carriageway 40mph or less - 450mm traffic cones.
Single/Dual carriageway 50mph or more - 750mm traffic cones.

Notes: Notes:

1) During darkness, warning lights to BS EN 12352:2006 should
be provided in accordance with Table A1.3 (Appendix 1),
2) For relaxation to Detail C1 see Table A1.3 (Appendix 1).

1) During darkness, warning lights to BS EN 12352:2006
should be provided in accordance with Table A1.3.

1) During darkness, wamning lights to BS EN 12352:2006
should be provided in accordance with Table A1.3 (Appendix 1).
2) Detail D applies only to relaxation cases.

2) Traffic cones should conform to diagram 7101.1 and to

cones will be required for both standard and relaxation works
BS EN 13422

for lead tapers and the facing wall of lane changes.
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Scale

NOT TO SCALE

The information in this drawing may not be copied or used by third parties without written consent
from Sunbelt Rentals Itd (Traffic Management). this layout is for installation by NRSWA, Lantra
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12A,12B,12C,12D qualified persons.

THIS DOCUMENT IS UNCONTROLLED WHEN PRINTED

The electronic version of this document is the approved and most current. Any printed version is uncontrolled and may
not be current.

ACCESS TO ROAD
AHEAD CLOSED
ON --/--/---- TO -~/--/----
FOR -- DAYS
FROM --:-- TO --:--

AWS TO BE INSTALLED AT

LEAST ONE WEEK PRIOR

TO START OF WORKS AT
EACH CLOSURE POINT

SUNBELT.

RENTALS

Sunbelt Rentals UK (Traffic Management)
Kemble Airfield Enterprise Park,Cirencester Road,|
Kemble GL7 6BQ

Telephone: 0370 050 0792




